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Rv-4 Reversed Angle Solder

Dimensions Dimensions
Pattern Reversed Angle Pattern|Reversed Angle Solder
- 1,2 374" 1 . 1,2 3,4
Size [15] [20] [25] size 1151 [20]
HA " 2*5/8 " 2*5/8 " _7)” MA " W*3/4" 2*1/4"
[60mm] [67mm] [ 76mm] [44rmm] [57mm]
MB " 1-1/16" 1-3/4" 1-5/16" ”B " 2-3/16" 3-1/8"
[27mm] [44mm] [ 33mm] [56mm] [ 79mm]
”C:” 1-9/16* 1-3/8" 1T-1/2" ”(j” T-1/2" 1T-1/2"
[ 40mm] [ 35mm] [ 38mm] [ 38mm] [ 38mm]
. 1 Ibs 1-1/4 1bs|1-1/2 Ibs . 1-1/4 Ibs 1-1/3 Ib
Welaht 119 5 kgs1|10.6 kgs1|[0.7 kgs] Welght | 10,5 kgs | [0.6 kgs]

Specifications

Max imum Ma x i mum Maximum Differential | Maximum Static
Steam |Temperature (Water) Pressure
15 psi 250 °F 15 psi 150 psi
[1 barl| [121 °C] [1 bar] [10 bar]
NOTE : 1) “A" Insert is standard on all valves.
2) "S” Insert provides longer life on steam service.

Armstrong Pressure/Temperature Group
221 Armstrong Blvd,.
Three Rivers, MI. 49093

Materials

Valve Bod Brass (Nickel Plated) Armstrong (269) 279-3600 Fax(269) 273-8656
y Posted on Armstrong's homepage www.armstrong—intl.com
"A" Insert See CDY1060 Product CDY No. |Date
“S" Insert See CDY1061 RV -4 3/10/98
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